
�,.,!, 严
In酝酗刊mt=11忡翩

� 宁宁冗下可可�示II
． 

Y-St『ainer Fig. 7220 

Ductile Iron Body •Double Fanges Type• Bolted Bonnet • Blow-Off Plug 
•Stainless Steel Sc「een o「 Stainless Steel Perforated Screen

Sizes 2" through 24"

SPECIFICATION 

Design in accordance with BS EN558-1,DIN3202 

Flanges comply with EN1092-2,ISO 7005,ANSIB16.5, 

Pressure test according to standa 「ds EN12266-1,DIN3230,IS05208 

TECHNICAL DATA 

Working Pressure: 16ba「

Dimensions: DN50~DN600 

Test Pressure: Shell :24bar / Seal :17.6bar 

Working Temperature: -20°C~ 120°C EPDM Washer 

-20°C~220°C Graphite Washer
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MATERIAL LIST 

Part Mate「ials Specification 

Body Ductile Iron OT450 

Screen Stainless Steel AISl304 

EPDM 
Washer 

Graphite 

Bolt Stainless Steel SS201 

DN50 - DN150 01 5mm 
Screen Mesh DN200 - DN350 02.5mm 

DN400 - DN600 03.5mm 
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DIMENSIONS 

mm 50 65 80 100 125 150 200 250 300 350 400 450 500 600 
ON 

inch 2 2 1/2 3 4 5 6 8 10 12 14 16 18 20 24 

L 190 220 255 305 335 370 470 545 650 685 795 875 955 1105 

D 165 185 200 220 250 285 340 405 460 520 579 640 715 840 

01 125 145 160 180 210 240 295 355 410 470 525 585 650 770 

n—0d 4-019 4-019 8-019 8-019 8-019 8-023 12-023 12-028 12-028 16-028 16-031 20-031 20-034 20-034

02 99 118 132 156 184 211 266 319 370 430 480 548 609 720 

b 18 18 19 19 19 20 21 22 24 26 26 29 31 33 
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